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Interference Filters Broadband Filters and Astronomy Filters

Broadband • 80nm HBW, Stepped Every 50nm from 400 - 700nm
 CWL 11.8 mm DIA. 24.15 mm DIA. 12.7 mm DIA 25.4 mm DIA.
 (nm) (Unmounted) (Unmounted) (Mounted) (Mounted)

 400 2-4020 2-4022 2-4021 2-4023

 450 2-4520 2-4522 2-4521 2-4523

 500 2-5020 2-5022 2-5021 2-5023

 550 2-5520 2-5522 2-5521 2-5523

 600 2-6020 2-6022 2-6021 2-6023

 650 2-6520 2-6522 2-6521 2-6523

 700 2-7020 2-7022 2-7021 2-7023

 PRICE ($) 45.00 80.00 50.00 85.00

ASTRONOMY FILTERS
Designed to minimize the consequences of urban light 
pollution, these narrow band filters obtain good deep sky 
images and perform imaging in the same wavelengths 
as professional astronomers. Narrowband interference 
filters capture emission line images with much less pol-
lution noise than conventional filters. They have the abil-
ity to elicit the delicate structure of emission objects such 
as planetary and deep-sky emission nebulae.

Features
• Precision Wavelength Selection
• Rejects all other wavelengths (including urban light 

pollution)
• Produces superior contrast
• Standard 1.25” filter ring mount for ease fo use
• Designed for CCD Camera sensitivity
• Selection include many of the filters previously un-

available to the amateur astronomer including many 
of the bands used by Hubble

• Same high quality as demanded by professional sci-
entist

Amateur astronomers can now:
• Virtually eliminate interference from skyglow caused 

by light pollution, natural atmospheric emmission or a 
bright moon

• Prevent or greatly reduce bright star overexposure 
problems where faint background nebulousity is be-
ing captured using very long exposure times

• Elicit exotic complex structures of nebula and plan-
etaries by isolating light from different emission lines 
in separate exposures which are then assigned differ-
ent colors

The Oxygen III Filter is designed for imaging emission 
nebula. It isolates the bands of doubly and triply ionized 
oxygen emitted by planetary and emission nebulae while 
blocking other wavelengths. The contrast between the 
black background of space and the OIII light allow for 
views of the Veil, Ring, Dumbbell and Orion nebulae.

The Hydrogen Alpha Filter is designed for non-solar 
imaging and is used to image deep-sky objects that emit 
in the H-alpha passband. It is too wide for solar-promi-
nence viewing, but is ideal for deep sky.

BROADBAND FILTERS
This line of interference filters covers the region from 400 to 700 nm, stepped every 50 nm and each has a 
halfbandwidth of 80 nm. Broadband filters are useful in applications where input energy levels are low and where 
a wide viewing field is needed. 

Minimum order requirement $250.00 USD
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For more information, contact Optometrics Corp at (978) 772-1700 or at sales@optometrics.com.
Quantity discounts are available and OEM inquiries are welcome.

Astronomy Filters
    PRICE ($)

 2-9656 Hydrogen Alpha  10 nm HBW 1.25” mounted  79.00

 2-9486 Hydrogen Betas  10 nm HBW 1.25” mounted  79.00

 2-9497 Oxygen3  10 nm HBW 1.25” mounted  79.00

 2-9672 Sulphus 1 10 nm HBW 1.25” mounted  79.00

 2-2112 Set of all four   235.00 set

Astronomy Filters

The Hydrogen Beta Filter isolates only the Hydrogen-
beta line of the spectrum while blocking the rest of the 
overall spectrum of light. It is designed specifically for 
viewing extremely faint nebulae with hydrogen beta 
emission such as the California Nebulae in Perseus and 
the Horsehead in Orion. 

The Sulfur Filter is designed to cut the glare of urban 
light pollution allowing for views of Saturn and Jupiter. 
Images of the Ring Nebula M57 and the Eagle Nebula 
M16 can be obtained by using this filter with the Hydro-
gen alpha and the Oxygen III filters.

Specifications
  HYDROGEN ALPHA HYDROGEN BETA OXYGEN 3 SULPHUR

 CWL (nm) 656.3 ± 2 486.1 ± 2 497.7 ± 2 672.5 ± 2

 HBW (nm) 10 ± 2 8 ± 2 12 ± 2 10 ± 2

 Blocking 0.01% 0.01% 0.01% 0.01%

 % Transmission 65% min 60% min 60% min 65% mim
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Interference Filters Long Pass Cut-on Filters

Optometrics’ long pass cut-on filters are cored from se-
lected color glasses which transmit radiation above and 
block radiation below a specified wavelength.  The wave-
length interval (transition interval) from blocking to maxi-
mum transmission is sharp,  typically 25 to 35 nm.  Long 
pass cut-on filters are identified by a cut-on wavelength, 
i.e. the wavelength at 50% of maximum transmission.

Long pass cut-on filters have an average high transmis-
sion of 85% from 15 to 20 nm above their cut-on wave-
length to 2000 nm.  Attenuation of radiation below the 
cut-on wavelength is due to absorption of the colorants in 
the glass and the thickness of the glass.  Superior block-
ing in Optometrics filters (0.001%) is due to the use of 3 
mm thick color glass.

Long pass cut-on filters are widely used for additional 
blocking of UV radiation and for high transmission of a 
broad spectral region above a specified wavelength.  

Optometrics’ long pass cut-on filters are all epoxied in a 
black metal ring for easy mounting and handling and are 
25.4 mm dia. x 9.65 mm thick.  The cut-on wavelength is 
marked on all filters.

GENERAL SPECIFICATIONS
Cut-on Wavelength  .............................................± 5 nm
Blocking (Short  wavelengths)  ......................... 0.001%
Transmission (High ≥ average) ..........................    85%
Transmission Range ........................Cut-on to 2000 nm

Dimensions and Tolerances:
 Diameter (Mounted) ................. 25.4 mm ±  0.25 mm
 Thickness (Mounted) ................ 9.65 mm ±  0.15 mm
 Clear Aperture ...........................20.0 mm ±  0.25 mm

Long Pass Cut-on Filters 
 CATALOG  CUT-ON
 NO. WAVELENGTH (nm) PRICE ($)

 7-1201 375 60.00

 7-1202 420 60.00

 7-1203 420 60.00

 7-1204 630 60.00

 7-1205 1200 60.00

 7-1206  1200 60.00
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Interference FiltersReflective Neutral Density  Filters

REFLECTIVE NEUTRAL DENSITY FILTERS
Reflective Neutral Density filters possess level spectral 
transmittance characteristics across the visible region.  
Reflective Neutral density filters control light intensity 
without selectively absorbing energies at specific wave-
lengths.  They are, therefore, generally used to attenuate 
the intensity of a beam of light over a broad spectral re-
gion.  This property is often required to prevent saturation 
or damage to a wide variety of detectors and even the 
human eye.

Reflective Neutral density filters are available in standard 
densities of 0.3, 0.5, 1.0, 1.3, 1.5, 2.0, 2.5 and 3.0.  Stack 

them and the total density is the sum of the density of each 
filter in the stack,  permitting the creation of intermediate 
neutral density values.

SPECIFICATIONS
Material ................................................Lime soda glass
Dimensional tolerance ........................................± 0.02”
Thickness ..............................................................0.06”
Surface quality .................................. 80/50 Scratch Dig
Design wavelength range .........................400 - 700 nm
Density tolerance .................................. ± 5% of density
Parallelism ............................................... < 3 min of arc

Neutral Density Filters
 OPTICAL Tx 12.5 mm DIA. 1/2” x 1”  3/4” SQUARE 25 mm DIA. 50 mm SQUARE
 DENSITY % (Unmounted) (Unmounted) (Unmounted) (Unmounted) (Unmounted)

 0.3 50.0 2-1220 2-1200 2-1250 2-1300 2-1350

 0.5 32.0 2-1221 2-1201 2-1251 2-1301 2-1351

 1.0 10.0 2-1222 2-1202 2-1252 2-1302 2-1352

 1.3 5.0 2-1223 2-1203 2-1253 2-1303 2-1353

 1.5 3.2 2-1224 2-1204 2.1254 2-1304 2-1354

 2.0 1.0 2-1225 2-1205 2-1255 2-1305 2-1355

 2.5 0.32 2-1226 2-1206 2-1256 2-1306 2-1356

 3.0 0.1 2-1227 2-1207 2-1257 2-1307 2-1357

 PRICE ($)  20.00 20.00 25.00 30.00 50.00

   8 piece ND set (1 of each OD) 2-1240 2-1210 2-1270 2-1320 2-1370

 PRICE ($)  136.00 136.00 170.00 204.00 340.00
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Interference Filters Laser Line Filters

LASER LINE FILTERS
Laser line filters are designed to isolate laser lines.  
Standard filters are manufactured for use with Cadmium, 
Argon, YAG, He-Ne and Ruby lasers and are available in 
1/2” x 1”, 3/4” square and 25.4 mm diameter sizes.

SPECIFICATIONS

Central wavelength tolerance ............................. ± 2 nm
Half bandwidths ......................................6.8 to 15.2 nm  
Half bandwidth tolerance ................................  ± 1.5 nm
Blocking range ............................................ far UV to IR
Blocking ..............................................................< 0.1%
Dimensional tolerances ......................................± 0.02”

Laser Line Filters
 CWL HBW TRANSMISSION USE WITH 1/2” x 1” 3/4” SQUARE 25.4  MM DIA.
 (nm) (nm) (%) LASER (Unmounted) (Unmounted) (Mounted)

 457.9 6.8 35 Cadmium 2-0107 2-0108 2-0109

 488.0 7.2 35 Argon 2-0207 2-0208 2-0209

 514.5 8.0 40 Argon 2-0307 2-0308 2-0309

 532.0 8.6 40  YAG 2-0407 2-0408 2-0409

 632.8 11.1 45 He-Ne 2-0507 2-0508 2-0509

 694.3 12.4 45  Ruby 2-0607 2-0608 2-0609

 PRICE ($)    45.00 50.00 79.00

 1064.0 15.2 45 YAG 2-0707 2-0708 2-0709

 PRICE ($)    75.00 80.00 139.00



Optometrics Corporation Page 19email: sales@optometrics.com          www.optometrics.com

Interference FiltersApplication Specific Filter Kits

APPLICATION SPECIFIC FILTER KITS
Optometrics’ filter sets are comprised of interference filters 
that can be used for a variety of spectroscopic tests within 
a specific area of interest.

Optometrics offers its filter kits with High Performance 
blocking.  High Performance filters block off the radiation 
outside the passband to 0.01% of the radiation outside the 
passband and is preferable for applications that require 
lower stray light.

GENERAL SPECIFICATIONS
Central Wavelength ............................................± 2nm 
 Halfbandwidth .....................................10 nm ± 2nm
 Blocking range ............................X-Ray to 1200 nm
Integrated Blocking:
 High Performance ...................................... ≤ 0.01%
Dimensions (Mounted):
 Diameters ................................12.7 mm ± 0.25 mm
 Thickness .................................9.65 mm ± 0.15 mm
 Clear Aperture ..............................8.5 mm minimum
Mounting ............................. Black anodized metal ring

LASER DIODE FILTER SET 
Catalog No. 2-2107
Application
Designed for use with photodetector systems with S/N in 
excess of 1000:1, these filters can be used to separate 
specific laser lines in optical experiments where only a 
single wavelength is required.

This set of 4 interference filters for laser diode applica-
tions includes filter wavelengths of 671nm, 780nm, 850nm 
and 870nm.  Filters are ring mounted with an external 
diameter of 12.7mm.
 CWL (nm) TX (%)

 671 ≥35
 780 ≥ 35
 850 ≥ 35
 870 ≥ 35

FLAME PHOTOMETRY FILTER SET 
Catalog No. 2-2109
Application
These filters are used for the determination of electrolytes 
in clinical chemistry applications using flame photometry.  
Measurements can be made in any aqueous solution 
including plasma, serum or urine.

This set of 5 filters is designed specifically for the mea-
surement of Barium (520nm), Sodium (589nm), Calcium 
(620nm), Lithium (671nm) and Potassium (766nm).  
Filters are ring mounted with an external diameter of 
12.7mm.
 CWL (nm) Test TX (%)

 520 Barium ≥ 40
 589 Sodium ≥ 40
 620 Calcium ≥ 40
 671 Lithium ≥ 40
 766 Potassium ≥ 40

LASER LINE FILTER SET 
Catalog No. 2-2108
Applications
These filters can be used to isolate single wavelengths 
from the spectrum of specific lasers (e.g. Argon or Nd:
YAG lasers) in optical experiments where a single laser 
wavelength is required.

This set of 7 interference filters for laser line separation in-
cludes filter wavelengths 488nm (Argon), 515nm (Argon), 
532nm (Nd:YAG), 632nm (Helium Neon), 694nm (Ruby), 
905nm (Gallium-Arsenide) and 1064nm (Nd:YAG).  Filters 
are ring mounted with an external diameter of 12.7nm.
 CWL (nm) Laser TX (%)

 488 Ar ≥ 35
 515 Ar ≥ 35
 532 ND: (YAG) ≥35
 632 HeNe ≥35
 694 Ruby ≥ 35
 905 GaAs ≥35
 1064 ND: YAG ≥ 35
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Interference Filters Application Specific Filter Kits

IMMUNOCHEMISTRY FILTER SET 
Catalog No. 2-2111
Applications
These filters are designed for the determination of specific 
biochemical compounds using colorimetry of fluorescence 
in laboratories where compounds are being measured 
as substrates or products of biochemical reactions.  The 
filters can be used when these compounds are measured 
using spectrophotometric or flourometric techniques in 
chemical or immunochemical experiments.

This set of 5 filters is designed to measure NAD and NAPD 
(340nm), ALP (450nm), TMB (450nm), OPD (492nm) 
and reference (632nm). Filters are ring mounted with an 
external diameter of 12.7mm.
 CWL (nm) Test TX (%)

 340 NAD/NADP ≥ 30
 405 Alkaline Phosphatase (ALP) ≥ 40
 450 Tetramethylbenzidine (TMB) ≥ 40
 492 O-phenylenediamine (OPD) ≥ 40
 632 Reference ≥ 40

Filter Kits
 Catalog No . Kit Application No. of filters in Set Blocking Price ($)

 2-2107 Laser Diode 4 ≤ 0.01% Abs 179.00

 2-2108 Laser Line 7 ≤ 0.01% Abs 259.00

 2-2109 Flame Photometry 5 ≤ 0.01% Abs 179.00

 2-2111 Immunochemistry 5 ≤ 0.01% Abs 179.00
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Interference Filters Terms and Conditions

Quantity Discounts:
The purchase of multiple pieces of the identical item will 
be discounted from the prevailing list price as shown 
below.  If more than 100 pieces of a specific item are 
required, contact our Sales Department for additional 
discounts.

 Quantity Discount (%)
 3 to  9 5
 10 to 24 10
 25 to 49 20
 50 to 100 30

Custom Orders:    
All custom orders must be prepaid before entered into 
production.  Cancellation charges will be assessed on 
any order cancelled after production has been started. 
Please see Prepaid payment methods. 

Terms:    
Prices are FOB Ayer, MA.  Standard payment terms 
are net 30 days for open account customers.

Methods of Payment:   
    Open Account:
  To apply for an open account, please provide a U.S. 

bank and three U.S. trade references.

    Credit Cards:    
  Optometrics accepts Visa, MasterCard or American 

Express credit cards on orders not exceeding 
$2,000 in value. Orders exceeding $2,000 in value 
may be paid by wire transfer or bank check.

    COD:
  Orders to U.S. addresses may be shipped on a COD 

basis via UPS or Federal Express.

    Prepaid:
  Orders may be prepaid by money order, wire transfer 

or company check (if encoded with an address and 
drawn on a U.S. bank).  A $35 additional fee is added 
for wire transfers.

Shipments:    
Are made via UPS ground service throughout the U.S.  
International orders are shipped via Federal Express.  
Freight and insurance charges will be prepaid and 
added to your invoice.  Air shipments or shipments via 
alternative carriers are made only when requested and 
authorized by the purchaser.

Returns:        
To return a product within the warranty period, contact 
Optometrics to obtain a Returned Goods Authorization 
(RGA) number.  Transportation costs for returned 
goods must be prepaid.  Repaired or replaced products 
will be returned to you at Optometrics’ expense. For 
out-of-warranty repairs, contact Optometrics to obtain 
a Customer Return Authorization (CRA) number.  No 
repairs will take place until you have  been notified of 
the cost and have issued a purchase order to cover 
these costs.  All transportation costs are borne by 
the user.  A 15% restocking fee will be charged for all 
unused returned goods.  No product can be returned 
for restocking after 90 days.

Warranty:    
Optometrics warranties all products against defects in 
materials and workmanship for one year from the date 
of purchase with the exception of light sources which 
are warranted for three (3) months.  Optical compo-
nents are warranted for one year against performance 
defects only. Cosmetic defects that do not affect per-
formance are not covered under this warranty.

Optometrics is not liable for any consequential or inci-
dental damage arising from the sale of its product(s). 
In any event, liability shall not exceed the invoice val-
ue of the product(s) sold.  Accidental damage, neglect, 
unreasonable use, attempted service, calibration, ad-
justments or cleaning not explicitly called for in an in-
struction manual voids the Optometrics warranty.

Optometrics makes no warranty other than described 
above for its products or for their performance in a 
specific application.

Contact Details:
Optometrics Corporation

8 Nemco Way, Ayer, MA 01432 USA
Tel: (978) 772-1700 • Fax: (978) 772-0017

Email: sales@optometrics.com
web: http://www.optometrics.com
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Bill To:  (Please print or type)

Name __________________________________________

Organization ____________________________________

Address ________________________________________

Address  ____________________ Dept ______________

City  _______________State  ____ Zip _______________

Country  _____________________ Postal Code ________

Phone (       )  _________________ Ext _______________

Fax (       ) ______________________________________  

Ship To:  (If different than Bill To; A street address is required)

Name __________________________________________

Organization ____________________________________

Address ________________________________________

Address  ____________________ Dept ______________

City  _______________State  ____ Zip _______________

Country  _____________________ Postal Code ________

Phone (       )  _________________ Ext _______________

Fax (       ) ______________________________________  

Optometrics Corporation Order Form / Request for Quotation
Stony Brook Industrial Park, 8 Nemco Way, Ayer, MA 01432

Payment
Open Accounts: Available to current customers in good 
standing and new customers with approved credit.

Date Required _______________________________

Shipping Instructions __________________________

❏ C.O.D.              ❏ Prepaid Check No. ___________

Credit Card

❏ MasterCard      ❏ Visa      ❏ American Express

Card No.      Expiration Date

Name as it appears on the card (Please print or type)

Signature (Required)

Shipping and Handling Charges 
(only within continenal US)
Merchandise Total 3 Day 2 Day Overnight
Up to 50.00 $15.10 $17.10 $31.55
$50.01 to $100.00 17.65 17.90 32.30
$100.01 to $200.00 18.65 18.90 33.30
$200.01 to $300.00 19.95 20.50 34.65
$300.01 to $400.00 20.30 21.25 35.50
Over $400.00 21.30 21.55 35.90

Requisitioner  ___________________________ Date _________________

Purchasing Agent _______________________ Fax __________________

Email Address   _________________________ Phone ________________

     Request for Quotation  RFQ# ________________
        (I wish to be contacted with a quotation)

     Purchase Order  P.O. Number ___________  

Fax Your Order/Quotation
  (978) 772-0017 24 hours a day

To Order by Phone
  (978) 772-1700
  Monday - Friday
  8:30 AM to 5:00 PM EST

 Catalog No.  Qty  Item Description  Price Each  Total($)

Total Merchandise

Shipping/Handling Charges via UPS
Circle 3 Day, 2 Day or Overnight below

Mass Residents, add 5% tax or en-
close tax exempt certificate

Total Amount of Order

Revised 0605
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Special sizes  or other substrates available.
Quantity discounts available and OEM inquiries welcome.

For more information, contact Optometrics Corporation at 
sales@optometrics.com.

8 Nemco Way
Ayer, MA  01432 USA
Tel:  (978) 772-1700
Fax: (978) 772-0017

E-Mail: sales@optometrics.com
URL: www.optometrics.com

Optometrics Corporation 


